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 We(Kg)
Effective weight

 m/s
Max impact speed

DA0806-H 6

6

6

DA0806-N

DA0806-L

Max. Nm per hour
Nm

-15~7524000.8

1.2

2

5.6~22.5

2.5~10

0.9~5.6

1.8

1.8

1.8

 
Max. Nm per cycle

 Nm 
Stroke 

mm

-15~75

-15~75

2400

2400

PU TUBE & NYLON TUBE

Nylon tube

Color of PU tube Color of Nylon tube

Model O.D.(mm) I.D.(mm)  
(Kgf/cm )

Break pressure
2Model O.D.(mm) I.D.(mm)  
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SHOCK ABSORBER

＊

＊

＊

＊

Hydraulic self compensation.

Adjustable cushion.

Double cushion type.

Simple installation.

＊Stop at 1mm before effective stoke.

＊Avoid any painting or damage on rod.

＊Strike angle on the collision head should

    be at right 90°, o r l ess t han 2 °di fference.

＊Please pay attention for the hardness of 

    mounting plate to stand the strike. 

Optional color: Red, Yellow, Transparent, Green

Standard color: Black, Milk whiteStandard color: Blue, Black

BL

B

Standard color Code  

Blue                        

Black 

Y

T

R

G

W

Yellow

                     Transparent

                             Red

                             Green

                             White

Optional color  Code  Standard color Code  

Milk white                        

Black 

W

B

※

※

NY-0420 is unavailable for black.

The length of NY-0420 & NY-0425 is 200M/Roll, 

    the other is 100M/Roll.

※The length of PU-0320 & PU-0425 & 

    PU-0640 is 200M/Roll, the other is 100M/Roll.

Model no.
Operating

 temperature ℃

Dimensions

DA0806-NC

46.5

40.5 6

φ
2

.8

3M8x1.0P ( C=12.6 )

Cross Flat B=11

DA0806

3 ( C=12.6 )

8.56

55.0

40.5

M8x1.0P

φ
2

.8

φ
6

.6

Cross Flat B=11

DA

DA 
Self compen-
sation type

25

Tube O.D.

DAD
Double 
cushion type

CA Adjustable type

N

NC
Blank W/I cap

W/O cap

P 

P
Blank W/O positioning screw

W/I positioning screw
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